EN MORRISON
UK LTD

BALL VALVES
MODELS 20 & 88



Warren-Morrison Ball Valves

MODEL 20

Threaded ball valve with 2-piece body and compact
design. Self-adjusting live-loaded stem packing.
Blow-out proof stem. Mechanical handle lock facility
with ability to be padlocked as standard.

Size range: ¥2" to 3"

Bore type: Reduced & Full

Body material: Carbon Steel & Stainless Steel
Ball material: Stainless Steel

Seats: PTFE / RPTFE / DELRIN

Pressure rating:

%" to 3" Standard 1000 psi WOG

%" to 1" available up to 2000 psig

End connections: Threaded NPT / BSP
Actuator mounting pad: Available to ISO 5211




MODEL 20

Top View
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No. PART MATERIAL QTY O -
1 | Body ASTM A351 Gr. CF8M| 1 @ "
2 | End Cap ASTM A351 Gr. CF8M 1 O~ SR
3 | Ball 55316 P JI | }H -
4 Stem SS316 1 o \ v g - ! Thread Standard in
5 | Stem Nut SS304 1 | @ = —\PLaeLpre
6 | Stem Washer | 55304 1 0 © O
7 | Handle SS304 1 s L B |
8 Seat PRTFE/PTFE 2
9 Gland Nut SS304 1
10 | V-Ring Packing | PTFE *x
11 | Thrust Washer PTFE 1
12 | Handle Sleeve Vinyl 1
13 | Joint Gasket PTFE 1
14 | Locking Device | SS304 1
** For 4" & 3/4" Regular 1 pc stem packing is used instead **
For 2" to 2" 1 set of v-ring packing consists of 2pcs of v-ring
Dimensions:
SIZE| B Bl | B3| B4 | @9C | @D | E F H H1 | L | W1| W2 (‘Il(vg)
1/4"| 27.5| 18.2| 6 11.6| 9.5 8 100| 5.0 | 50 | 14.7| 51 | 12.7| 28.5| 0.22
3/8"|27.5|18.2| 6 |11.6|11.6/ 8 | 100| 5.0| 50 | 15 | 51 |12.7| 28.5| 0.22
1/2"| 32.0| 23.5| 7.8 | 11.6/ 12.5| 8 | 100| 5.0 | 50 | 14.5| 61 | 12.7| 28.5| 0.28
3/4"| 37.5| 25.0| 10.5| 11.6| 15.0| 9.5 | 130| 6.5| 53 | 17.7| 70 | 22.4| 35.0| 0.45
1" |1 43.5/26.3] 9 |11.6|20.0] 9.5 | 130| 6.5 | 64 | 22 | 83 | 22.4| 35.0| 0.66
1%"| 51.0| 33.5| 13.2| 15.2| 25.0| 11 | 165| 8.0 | 66 | 25.1| 90 | 24 | 35.0| 1.08
11"| 55.0|31.0) 9 |15.2|32.0|/ 11 | 165| 8.0 | 79 | 31.2| 104 | 25.4| 38.1| 1.49
2" |163.0/31.6| 9.3 | 16.6| 38.0/ 14 | 190| 9.7 | 83 | 40 | 117 | 25.4| 38.1| 2.32




Warren-Morrison Ball Valves

MODEL 88

Threaded ball valve with 3-piece body and fire-safe
design. Self-adjusting live-loaded stem packing.
Blow-out proof stem. Mechanical handle lock facility
with ability to be padlocked as standard.

RS

Size range: 1/4” to 4”

Bore type: Reduced & Full

Body material: Carbon steel & Stainless steel
Ball material: Stainless steel

Seats: PTFE / RPTFE

Pressure rating:

V4" to 1" = 2000 psi WOG

1 %" to 2" = 1500 psi WOG

2 2" to 4" = 1000 psi WOG

e End connections: Threaded NPT / BSP / SW /BW
e Actuator mounting pad: Available to ISO 5211




MODEL 88

No. PART MATERIAL QTY
1 | Body ASTM A351 Gr. CF8M 1
2 | End Cap ASTM A351 Gr. CF8M 2
3 | Ball SS316 1
4 Stem SS316 1
5 Stem Nut SS304 2
6 Belleville Washer | SS301 2
7 Handle S5304 1
8 | Seat PTFE/RPTFE 2 @
9 [ Gland SS304 1 | O—
10 | V-Shaped Packing| PTFE . O
11 | Stem Seal RPTFE 1 [10] = @
12 | Lock Saddle SS304 1 G__ ] 1
13 | Joint Gasket PTFE 2 @‘/ —
14 | Bolt SS304 = | @
15 | Stop Bolt & Nut | 55304 1 0 25
16 | Handle Sleeve Vinyl 1 (3
17 | Bolt Nut SS304 koK —
18 | Stem Washer SS304 1 g
19 | V-Shaped Packing| 25% Glass fibre + PTFE 1 ®/
20 | Locking Device SS5304 1
21 | Pin Nut SS304 1
* = 2 1/2"~4" = 3 pcs. **
= 4" = 6 pcs.
**% = 2 1/2"~4" = 12 pcs.
Dimensions:
SIZE A 2B C E F ISO KGS
2" 185.0 65 17 168 262 FO7 & 10 12.0
3 205.0 80 17 177 313 FO7 & 10 16.2
4 240.0 100 17 193 345 FO7 & 10| 25.8




Contact us:

www.wmvalvesuk.com
sales@wmvalvesuk.com

Warren-Morrison UK Ltd

Unit 1 Tower Lane Industrial Estate,
Tower Lane,

Eastleigh

SO50 6NZ

United Kingdom

Telephone : +44 (0) 2380 610734
Company Registration No : 03629310
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