True full bore Pinch Valves

The Warren-Morrison Pinch
Valve is the number one
choice for controlling the
flow of corrosive or
abrasive slurries, powders
and granular material and
is equally efficient when
handling gases and
viscous ﬂquids.

For added safety Warren-
Morrison Pinch Valves are
normally supplied with
totally enclosed bodies
acting as a secondary
containment system.

Open bodied versions are
also available for less
critical applications.

MK 4 PINCH VALVE

The easily replaceable
rubber sleeve is the only
part in contact with the
medium, thus eliminating
gland leaks and the
problems associated with
jamming mechanisms.

Correct selection of sleeve
elastomer will ensure
maximised maintenance
schedules and the ease of
sleeve replacement
minimises downtime.

All sizes are suitable for
use in food and brewing
industries and we offer a
food quality EPDM rubber

sleeve suitable for
occasional steam
sterilisation at 140°C.

The Mark 4 Pinch Valves
have both pressure ratings
and face fo face
dimensions to BS5156
which allows
interchangeaability with
lined diaphragm valves.

All Pinch Valves are
available in manual and
actuated styles and we are
able to modity our castings
to fit any suitable type of
electric, pneumatic or
hydraulic actuator.

Depending on the size and
application, Warren -
orrison Pinch Valves use
either one or two moving
pinch bars to effect closure.

The single pinch bar type
closes against the lower
valve body whereas the
two pinch bar type closes
on the centerline.

The sleeve prevents the
body being exposed to the
media, therefore in normal
cases we would recommend
the use of aluminium
bodies as being light in
weight and less costly.
However, in certain
applications the customer
may requires an alternative
material in which case we
offer a range suitable for
most situations.

Warren-Morrison Pinch
Valves are designed to give
long, troublefree service;
this will only be achieved if
the most suitable material is
used. Standard materials
as listed below will cover
most requirements.

Warren-Morrison will
always be prepared to
advise on the most suitable
elastomer.

Warren-Morrison Pinch
Valve sleeves are moulded
either as true full bore or
with a reduced bore for
specific control applications.

Reduced bore sleeves are
sized according to the
cusfomers’ requirements.

For vacuum duty the
sleeves are moulded with
‘assist to open lugs’ which
locate in slotted pinch bars
to ensure efficient operation.





